
A Closer Look at the Features:

SPECIFICATIONS

FEATURES (not shown on breakout):

Series

Notes: Configured for you by

Model GPM PSI HP Drive Volt Engine Engine

Start

Fuel

Engine/Burner

BTU Stack

Size

L W H LBS.

41-425 3.5 2500 9 Direct 12V Honda Pull Gas/Oil 384,000 8” 43” 31” 47” 490

41-435 3.8 3500 13 Direct 12V Honda Electric Gas/Oil 384,000 8” 43” 31” 47” 500

41-440 4 4000 16 Direct 12V Vanguard Electric Gas/Oil 384,000 8” 43” 31” 47” 520

41-530B 5 3000 16 Belt 12V Vanguard Electric Gas/Oil 384,000 8” 43” 31” 47” 570

41-530B-C 5 3000 16 Clutch 12V Vanguard Electric Gas/Oil 384,000 8” 43” 31” 47” 585

DIMENSIONS/WEIGHTENGINE/BURNER SYSTEMGENERAL

• Fuel Efficient Combustion 
  Chamber
• Quick Couple Stainless 
  Steel Nozzles
• Schedule 80 Steel Pipe Coil
• Trigger Gun Control
• Variable Pressure Wand

• Thermal Pump Protection
• Downstream Chemical Injection
• Four Wheel Design
• Pneumatic Tires 

• Vertical Fired Coil
• Wire Braid Discharge Hose
• Low Oil Engine Protection
• 18 Amp Charging System
• 12V Ignition System
• Water Separating Fuel Filter
• Flow Actuated Shutoff Switch

Gas Driven Oil Fired Self Contained Pressure Washer

41-330 3 3000 10 Direct 12V Vanguard Pull Gas/Oil 269,000 7” 36” 25” 41” 404


